
CADD STANDARDS

CELL NAME

DESCRIPTION

                                           

                                           

CELL LIBRARY  

     

REVISION DATE

SPECIFICATIONS

 LV=8 

 LC=0 

 WT=1 

SCALE 1:100

RAPIDOGRAPH

PEN NUMBER

00 

ENTITY        

GRAPHIC TEXT

 LV=  

 WT=  

TH=     

TW=     

TX=     

 FT=     

 LS=     

 TJ=     

DAP#         

TJ           

ENTITY       

 LV=  

 WT=  

 FT=   

 TH=   

 TW=   

 TX=   

DIMENSIONS

NOTES

DISPLAYABLE

ATTRIBUTES

G

R

A

P

H

I

C

 

D

E

F

I

N

I

T

I

O

N

CELLTYPE NORM 

FULL SIZE 

 CO=   

 CO=   

Note:

New 1/2" rubber hose and
#14 Galv. annealed steel
wire (typ.)

Root ball

Finished grade

Staple to stake.

1"

Basins shall be

omitted when trees

and shrubs are to be

planted on slopes

3’dia.@ 15 gal.
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Tree centered in pit

Prepared soil

Note:

exceeding 6:1

TREE PLANTING AND STAKING

N.T.S.DETAIL

Typ. 2" granite mulch,

1" over plant pit where

granite is shown on the plan.

Varies

Varies

Staking shall be constructed

so trunk has flexibility.

Plants to be staked are

noted on planting schedule

sheet under remarks. 

2-2"x2" Douglas Fir or 2"+

Dia. Lodge Pole PIne stakes.

Stakes shall be vertical.

Locate outside plant pit.

Locate where trunk of tree

begins to droop when 

unsupported. Small plant

material may not require initial 

staking when planted.
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